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Option
Small Access G5 - G10 - G12

067660

PROTOTYPE

G10 067165
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No. Référence Désignation
1 94183 1 Socle bras G équipé, testé

2 F0231 1 tuyau refroidissement droit

3 71841 2 Piquage droit mâle  Ø6-M7

4 55121 1 Joint torique 12x2 NBR 70SH

5 77027 1 Caps type A13

6 71716 2 Bouchon male cyl A7 M7

7 56269 1 Protection electrode - bras G

 

PROTO
TYPE

1 94183
2 F0231
3 71841
4 55121
5 77027
6 71716
7 56269

400 daN



Reversible assembly

Option
Small Access G1-G3 

067653 
300
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Reversible assembly

Option
Small Access G1-G3

067653

185

155

65

135

20
5

26
5

95

105

310

G1 - 022768
8 bar / 550 daN

G2 - 022775
8 bar / 300 daN

G3 - 022782
8 bar / 550 daN

Reversible assembly

Option 
Small Access G4

064478
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Reversible assembly

Option
Small Access G5 - G10 - G12

067660

65
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Reversible assembly

Option
Small Access G8

067677

65

370

640

450

43
0

55
0

385

330

100

G4 - 022799
8 bar / 550 daN

G5 - 022805
8 bar / 550 daN

G8 - 022836
8 bar / 550 daN

235

115

45

10
0

15
0

25

40

155

110

11
0

20

G6 - 022812
8 bar / 550 daN

G7 - 022829
4 bar / 150 daN

G11 - 071766
8 bar / 550 daN

Reversible assembly

Option
Small Access G5 - G10 - G12

067660

65

220

440

250

235

180

100

60
0

70
5

Option
Small Access G5 - G10 -G12

067660

65

220

485

250

235

180

100

10
00

11
50

Opening
30mm

Opening
45mm

Opening
45mm

Option X6 
050587

Option X2 
050518

G9 with X6 inluded
072275

G9 with X1 inluded
022881

Opening
30mm

Opening
45mm

Opening
45mm

Option X6 
050587

Option X2 
050518

G9 with X6 inluded
072275

G9 with X1 inluded
022881

Opening
30mm

Opening
45mm

Opening
45mm

Option X6 
050587

Option X2 
050518

G9 with X6 inluded
072275

G9 with X1 inluded
022881

145

245

11
5

245

11
5

11
5

G10 - 067165
8 bar / 400 daN

G12 - 075328
8 bar / 300 daN

G9_X1 - 022881 - 8 bar / 550 daN
G9_X6 - 072275 - 8 bar / 300 daN

For PTI PREMIUM & PTI PREMIUM PRO only

For PTI GENIUS & BP GENIUS only


